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Class 1 
Building Product Information Sheet
Product name (include the brand name):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

(This could be a Global Trade Item Number (GTIN) or quick response code (QR code), or any other distinguishable part/model number or identifier.)

Place of manufacture:
  Aotearoa New Zealand    Overseas

Legal and trading name of the manufacturer(s):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
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Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.



CLASS 1: BUILDING PRODUCT INFORMATION SHEET

3

Limitations on the use of the building product:

Design requirements that would support the appropriate use of the building product:

Installation requirements (also provide link to the product installation guide):
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Maintenance requirements (also provide link to the product maintenance guide):

Is the building product/building product line subject to warning or ban under section 26 of the Building Act 2004?:

 Yes   No

If yes, description of the warning or ban under section 26:

Version:

Date: D  D  M M  Y  Y
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	001: Gerard HV110/LV110 Sanitary Vent
	002: The Gerard HV110/LV110 is primarily a sanitary vent and able to be used as a ventilation outlet of living quarters like kitchen, bathroom, and laundry room or as a stack pipe.  It can also be used for mechanical ventilation.The vent is supplied with an integrated pipe, insulating the vent to the top for efficient outlet of humid air.  The insulated pipe comes with a Ø110mm outlet.Key technical specifications:For use on pitched roofs from 15 - 45 degreesMaterials:Vent and pipe: High Impact PolystyreneInsulation of pipe: Expanded Polystyrene
	003: HV110/LV110
	004: Yes
	005: Off
	012: customerservice@gerardroofs.co.nz
	013: 0800 100 244
	014: 9429037887568
	011: www.gerardroofs.co.nz
	006: RoofTG Pacific Limited trading as Gerard
	007: 70 Felton Mathew Avenue
	008: St Johns
	010: 1072
	009: Auckland, New Zealand
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	023: 
	024: B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3B2 Durability: Performance clauses B2.3.1(b)(i)(ii)E2 Moisture: Performance clauses E2.3.1, E2.3.2, E2.3.4, E2.3.7G4 Ventilation: Performance clauses G4.3.3(a)(b)(c)(g)(h), G4.3.4
	025: B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3Gerard's Sanitary vents are manufactured from High Impact Polystyrene and is resistant to deformation or instability in a wide variety of conditions.B2 Durability: Performance clauses B2.3.1(b)(i)(ii)Durability is accomplished by the design of the vent, the high performing High Impact Polystyrene material, and proprietary coating. Gerard HV110/LV110 sanitary vent has a 15 year Warranty.E2 Moisture: Performance clauses E2.3.1, E2.3.2, E2.3.4, E2.3.7Gerard's sanitary vent, when installed in accordance and compliance with the code, will shed precipitated moisture and prevent the penetration of water that could cause undue dampness or damage to building elements, therefore meeting the performance requirements. G4 Ventilation: Performance clauses G4.3.3(a)(b)(c)(g)(h), G4.3.4Gerard's sanitary vent allows for the removal of fumes, odors, moisture vapour, airborne particles, bacteria, viruses, or other pathogens when installed in accordance and compliance with the code.  The height of the vent is 150mm in accordance with Acceptable Solution G13/AS1 5.7.3(c)
	032: Installation must be completed by a trained installer.Refer to the installation instructions available at www.gerardroofs.co.nz/resource-centre/
	027: The design of the Gerard HV110/LV110 Sanitary Vent diverts water around the vent and down the roof surface.  It has a built in protective grille to keep out leaf fall.  The vent is produced on a base plate which is shaped to fit a matching Gerard roof tile/panel profile.
	026: For use on pitched roofs from 15 - 45 degrees. 
	034: - Chemically clean the roof before growths are seen as a preventative maintenance measure.- Treatment should be completed every three to five years, however if growth occurs, treat the roof more frequently.Refer to the maintenance guide available at www.gerardroofs.co.nz/media/hzudnngb/gerard-roof-maintenance.pdf
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